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SUMMARY 

This report  descr ibes  the initial work expended with regard  to setting 
up the equipment necessary  to perform fundamental measurements  on ener  - 
getic electron t ransport  through thin me ta l  films , and the development of 
reactively evaporated aluminum-oxide films for  u se  in  thin-film devices.  

An experiment utilizing a special  low-energy electron gun as a source  
of energetic e lectrons has  been s e t  up in a n  ultrahigh-vacuum sys tem and is 
now undergoing final tes t s  before the s t a r t  of measurements  on the attenu- 
ation length of energetic e lectrons in thin gold films. 

A majority of the facil i t ies required for the controlled production of 
reactively evaporated aluminum-oxide f i lms have been designed and con- 
s t ructed during the f i r s t  reporting period. 
vacuum sys tem and drybox assembly to prevent film contamination, a 
resonant quartz  microsca le  (R. Q. M.  ) deposition ra te  monitor and control ler ,  
and a n  oxygen-pressure se rvo  control sys tem.  

These facil i t ies include a high- 

--I 

INTRODUCTION 

The need for  highly reliable solid-state electronic components for  use  
in the space program has  led to an intensive investigation of devices capable 
of performing active circui t  functions and offering improved resis tance to 
the radiation damage known to occur in the space environment. 
gation has  shown that major i ty  ca r r i e r  devices in which the active proc-  
e s s  takes place in  an  extremely small  volume will produce the des i red  im- 
provement in  radiation resis tance.  At resent  there  a r e  two approaches to 
such a radiat ion-resis tant  device: the meta l -base  -" _- -- ..------ t rans is tor  - and the field- 
effect transistqy? Both approaches offer the possibility of improved  per  - 
formance levels in addition to the des i red  improvement in radiation resis tance I 

Philco has  been conducting a research  program aimed a t  developing devices of 
each of the above c l a s ses .  Substantial p rog res s  has  been made,  both in  the 
theoret ical  understanding of these s t ruc tu res  and in  the technology required 
to implement them.  

This invest i -  

P 

The metal-base t ransis tor  (MBT) approach to a radiat ion-resis tant  

Philco has  been active i n  the study of such triode s t ruc tures  fo r  
device makes  use of the transport  of energetic e lectrons a c r o s s  thin me ta l  
films. 
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This repor t  descr ibes  the initial work expended with regard  to setting 
up the equipment necessary  to pe r fo rm fundamental measurements  on ener  - 
getic electron t ranspor t  through thin-metal films, and the development of 
reactively evaporated aluminum-oxide films for use  i n  thin-film devices.  

An experiment utilizing a special low-energy electron gun as a source 
of energetic e lectrons has  been set  up i n  an ultrahigh-vacuum sys tem and is 
now undergoing final tes t s  before the s t a r t  of measurements  on the attenu- 
ation length of energetic e lectrons in thin gold films. 

A majori ty  of the facil i t ies required for  the controlled production of 
reactively evaporated aluminum-oxide films have been designed and con- 
s t ructed during the f i r s t  reporting period. 
vacuum sys tem and drybox assembly to prevent film contamination, a 
resonant quartz microsca le  (R. Q. M. ) deposition ra te  monitor and control ler ,  
and a n  oxygen-pressure se rvo  control sys tem.  

These facil i t ies include a high- 
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INTRODUCTION 

I :% 

The need for  highly reliable sol id-s ta te  electronic components for  u se  
in  the space program has  led to a n  intensive investigation of devices capable 
of performing active circui t  functions and offering improved res i s tance  to 
the radiation damage known to occur in  the space environment. 
gation has  shown that major i ty  c a r r i e r  devices in which the active proc-  
e s s  takes  place in an extremely small  volume will produce the des i red  im- 
provement in radiation resis tance.  At r e sen t  there a r e  two approaches to 
such a radiat ion-resis tant  device: the metal-base -__ -__-  -. - t rans is tor  _ .  and the field- 
effes-t- t rans ts tor”  Both approaches offer ihe possibility of improved per  - 
formance levels in addition to the desired improvement in radiation resis tance.  
Phi lco has  been conducting a research  program aimed at developing devices of 
each  of the above c l a s ses .  Substantial p rog res s  has  been made ,  both in the 
theoret ical  understanding of these s t ruc tures  and in  the technology required 
to implement them.  

This investi-  

rp 

The metal-base t rans is tor  (MBT) approach to a radiat ion-resis tant  

Philco has  been active in  the study of such triode s t ruc tures  for  
device makes use of the t ranspor t  of energetic electrons a c r o s s  thin meta l  
films. 
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seve ra l  yea r s ,  and a comprehensive theory for  the performance of these 
devices has  been developed. Fundamental measurements  programs have 
been under way for  some time to determine the attenuation length of e n e r -  
getic e lectrons in various meta ls  and a l so  to evaluate the collection effi- 
ciency of various collector s t ructures .  

Studies a r e  a l so  being conducted to develop the needed technology for  
the production of very thin, compact, insulating films to be used i n  active 
thin-film devices.  Two such methods are known; namely, gaseous anodiza- 
t ionl and reactive evaporation. 2 p  

producing the des i red  film dimensions. 
vantage that such films can be produced only on valve meta ls  such as a lu-  
minum, tantalum, etc .  It i s ,  however, reproducible and uniform. The 
la t te r  method, with which Philco h a s  had considerable success  in recent  
months,  is theoretically applicable to  film deposition on any meta l  o r  i n -  
su la tor ,  although the work done to date has  been l imited to aluminum sub-  
s t r a t e s .  While this method shows promise  of a l s o  being extremely r ep ro -  
ducible, more  studies a r e  necessary to prove this point. 

Both of these processes  a r e  capable of 
The fo rmer  method has  the disad-  

Once the proper techniques have been developed for the production of 
these thin insulating f i lms ,  i t  is necessary to evaluate their  use  in  thin-film 
active devices.  This will be done a s  par t  of Philco's fundamental measu re -  
ments  program.  
film elements to be used in  thin-film active devices can be obtained so that 
the experimental  resu l t s  obtained on triode s t ruc tures  can be better evaluated 
and understood . 

In this way, complete character izat ion of the individual 
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ELECTRON TRANSPORT THROUGH THIN FILMS 

The objective of this par t  of the contract  is  to study the t ranspor t  of 
energetic electrons a c r o s s  thin metal  films, and the collection of these 
e lec t rons .  Under a previous program, Philco has  conducted extensive 
fundamental studies regarding the mean f r e e  path of energetic e lectrons 
in  thin films, and the collection efficiency of metal- insulator  and me ta l -  
semiconductor interfaces .  
r epor t ed .4  They show that the problems of t ranspor t  and collection a r e  the 
fundamental p rocesses  that a r e  most important i f  one is  to successfully 
operate  a metal-base t r ans i s to r .  
an  experimental  technique which should provide information regarding both 
the m e a n  f r e e  path and the collection efficiency. 
will be pursued during the course  of this contract .  

Results of these theoretical  studies have been 

This prel iminary work has  a l so  suggested 

It is this experiment which 

Experimental  Studies of Energetic Electrons 

It is des i red  to  examine the t ranspor t  of a directed beam of fast e lec-  
t rons through a thin metal  film and their  collection a t  a metal-semiconductor 
b a r r i e r .  
external  beam of low-energy electrons.  
to the collector element of a metal-base t r ans i s to r ,  but the use  of an  external  
e lectron beam will avoid the ambiguities of interpretation which beset  an  all- 
thin-film device. 

To make this study a gold-silicon diode will be bombarded by an 
The diode will ac t  in a way similar 

An energy d iagram of the experiment is shown in Figure 1. The e lec-  
t rons  emitted f rom the tungsten cathode will have an energy & above the 
F e r m i  level of the gold film. 
by the gold work function 42.  
monomolecular layer  of BaO. 
will acquire an  additional energy of severa l  volts,  with momentum directed 
no rma l  to the film. 
the conduction band of the silicon. 
lection will ensure  that any collision in  the gold base layer  will  prevent 
collection. 
back-scat ter  f rom the silicon will be observed as a collection cur ren t .  
The remaining electrons will re turn to the cathode through the base l aye r .  
By measuring the fract ion collected as a function of film thickness,  the 
total  mean  f r e e  path can be determined and the t ranspor t  efficiency sepa-  
ra ted  f rom the effects of collection efficiency. 
range of e lectron energies  which can  hopefully be extrapolated to the low- 
ene r gy l imit  . 

The minimum value of & will be determined 
This can be reduced to about 1 . 8  volts by a 
Upon entering the gold f i lm,  the electrons 

Most of this kinetic energy will be lost  upon entering 
The very  sma l l  c r i t i ca l  angle of col-  

Those electrons that do not collide in the gold film and do not 

This will be done over a 
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When the details  of this experiment have been worked out, i t  can be 
used a s  a tool for  measuring the t ransport  efficiency of any meta l  base 
and the collection efficiency of any interface.  

Experimental Details 

Electron gun. - Because of the requirement  of a very-low-energy 
electron beam, the space charge will severely limit the magnitude of the 
beam curren t  available.  
the cathode and diode a r e a s  a r e  made l a rge ,  about one c m  . 
disk  i s  heated by electron bombardment a t  high voltage f r o m  the r e a r .  
This allows heating by a relatively smal l  cur ren t  so that la rge  voltage 
drops do not develop along the cathode and make the electron energy 
uncertain.  

To partially compensate for  this limitation, both 
The cathode 2 

The electron energy & is known f r o m  the tungsten work function and 
the applied voltage. The cathode may be heated to 2000°C to expose a clean 
surface whose work function is well known. 
at p r e s s u r e s  of about l o e 8  t o r r  to keep the surface clean. The gun has  gone 
through various stages of design during this experiment.  
schematically the present  design which was assembled and tested during 
the past  quar te r .  

The experiment is ca r r i ed  out 

Figure 2 shows 

A photograph of the actual  gun is  shown in Figure 3 .  

The cathode is separated from the sample by about 2 inches to p r e -  
vent heating of the sample.  
l a rge  to t ransmi t  the electron beam. 
space -charge limitation of the beam curren t .  
an  accelerating grid is mounted at the end of the gun and the space charge 
is confined to the sma l l  grid-sample separation. 

The diameter of the gun must  be correspondingly 
This separation resu l t s  in severe  

To circumvent this condition, 

The shield,  which is closely spaced to the cathode, prevents e lectrons 
f r o m  the tantalum cathode holder,  as well as ions created in the vicinity of 
the fi lament,  f rom entering the cathode beam. 
themselves  in a r eve r se  cur ren t  a t  retarding potentials, plagued ea r l i e r  gun 
designs.  

These ions,  which manifested 

The focusing electrode serves  to confine the beam to the incident side 
of the diode. 
ciencies as small as 
a s h a r p  maximum a s  the focusing voltage, VF, is var ied.  
convenient control to modulate the beam curren t .  

This is important,  since i t  i s  expected that collection effi- 
The beam curren t  displays 

This makes a 
will be measu red .  
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Current-voltage character is t ics  a r e  shown in Figure 4 for  various 
values of grid voltage VG. 
a maximum beam curren t .  

In these curves ,  VF and Vs a r e  optimized for  

Diodes. - The diodes a r e  made by evaporating a gold film onto a sil- 
icon blank which has  been prepared as shown in F igure  5. Gold was chosen 
for  the init ial  work because of i t s  chemical stability, known phonon mean  
f r e e  path, and anticipated electron-electron mean  f ree  path, and because of 
previous work done on reducing the gold work function with bar ium oxide. 
A resonant quartz microscale  (R.Q.  M. ) will be used to monitor the m a s s  
per  unit a r e a  of both the vacuum-deposited gold film and the barium-oxide 
monolayer.  

The nickel makes ohmic contact to the silicon; the gold layer  pro-  
vides contact to  the gold film to be evaporated onto the exposed silicon; 
and the oxide layer  insulates the gold contact layer  f rom the silicon. 

A number of silicon blanks were prepared  during the reporting pe r i -  
ods,  but they proved to have intermittent e lec t r ica l  shorts  through the oxide 
layer .  
to prevent the reoccurrence of this problem. 

Another group is now being prepared  under m o r e  careful  conditions 

Circui t ry .  - In order  to measure  collection cur ren ts  as small as 
10-1 a m p e r e ,  sensit ive detection methods and a high degree of isolation 
f rom spurious coupling a r e  required.  The gr id ,  which is kept a t  a low 
impedance to ground, s e rves  to capacitively decouple the diode f rom the 
focuser  and thus prevent s t ray currents  in  the absence of a beam curren t .  

The circui t  shown in Figure 2 has  been assembled and prel iminary 
t e s t s  made.  
with the PARJB5 detector.  

With narrow banding, the sma l l  cur ren ts  can be measured  

8 
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REACTIVELY DEPOSITED ALUMINUM OXIDE 

Reactive Evaporation 

The high resis t ivi ty ,  high breakdown strength,  and stability of a lu-  
minum oxide have encouraged i t s  investigation a s  a possible candidate for  
a thin-film insulator.  Ea r ly  work on aluminum oxide utilized the na tura l  
oxide as a n  insulating b a r r i e r .  This technique did not provide a r ep ro -  
ducible, high-field insulator.  There a r e  a t  least  two techniques that have 
been shown to produce excellent insulating films. 
anodization1 of a previously deposited film and the react ive evaporation of 
aluminum oxide. 9 The reactive evaporation technique has  the advantage 
in  that the insulating film can  be deposited upon any des i red  substrate ,  and 
for  this reason  is  being studied for application to thin-film active-device 
fabrication. 

These a r e  the gaseous 

To obtain reactively evaporated aluminum f i lms ,  pure aluminum is 

The deposition rate is purposely kept low so that the aluminum de -  
evaporated in a background pressure  of oxygen of approximately 1 x 
mm. 
posited m a y  be continuously oxidized by the oxygen present  in the system. 
A typical A1203 deposition ra te  for the init ial  work was 24 x 10-9 g rams  

second pe r  square cm.  At an  oxygen p r e s s u r e  of l o m 3  mm, one can ca l -  
culate that the result ing oxygen molecule impact ra te  is  6 x 1 0 l 5  impacts  

the evaporated aluminum is of the o rde r  of 8 cent imeters  at 10-3 mm oxygen. 
With a source- to-substrate  spacing of l e s s  than the mean  f r e e  path, i t  is 
then reasonable to assume that the major i ty  of the oxidation occurs  af ter  
the aluminum atoms have condensed on the substrate .  It can be seen f r o m  
these calculations that the degree of oxidation in the deposited film will 
depend upon the oxygen p res su re  and the deposition r a t e .  Previous ex- 
per imental  work has  shown that films of resist ivity varying f r o m  essen -  
t ially that of pure aluminum, l o m 5  ohm per  cm,  to that of aluminum oxide, 

ohms per  c m ,  can be prepared by varying the oxygen p res su re  and/ 
o r  the deposition r a t e .  
the deposition r a t e  and oxygen pressure  i f  one des i r e s  films of known and 
controllable composition. 

per  c m  2 per  second. This corresponds to 3 x 1014 aluminum atoms per  

per cm 2 per second. It can a l so  be calculated4 that the mean  f r e e  path of 

Thus, the requirement  exis ts  for tight control of 

In addition to these problems in  preparation, aluminum oxide ab-  
s o r b s  a substantial  amount of water vapor i f  exposed t o  a wet gas .  
water-vapor  absorption could seriously affect the e lec t r ica l  charac te r i s t ics  

This 
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of the insulating film. 
f r o m  contamination. 
se r ious  problem and must  be eliminated. 
the development of the following experimental procedure for  the study of 
reactively evaporated films of aluminum oxide. 

It is therefore important that the films be protected 
Fur the r ,  as in any film work, dust  contamination is a 

These considerations have led to 

Deposition Technique 

The preparat ion of aluminum-oxide samples  for  e lec t r ica l  evaluation 
will consist  of three major  s teps .  
be evaporated onto the glass  substrates ,  using conventional me ta l  evapora-  
tion techniques and contact masks  to obtain the des i red  pat terns .  

In the f i r s t  s tep,  meta l  e lectrodes will 

The glass  substrates  with the previously deposited me ta l  e lectrodes 
will then be placed i n  a second mask and re- instal led in  the vacuum sys tem.  
P u r e  aluminum meta l  will be evaporated f r o m  a tungsten boat in  the vacuum 
sys tem that has  previously been evacuated to below 
back-filled to  approximately mm Hg with oxygen. During evaporation, 
while oxygen continuously flows through the sys tem,  the servo-control  leak 
will maintain the p r e s s u r e  a t  the prese t  level.  

mm Hg and then 

The result ing film of aluminum oxide i s  deposited through the alumi-  
num contact m a s k  onto the g lass  substrates .  The R. Q. M. sample oscil-  
la tor  mounted adjacent to the substrates  a l so  receives  a film deposit .  
deposit is monitored and provides the signals that  a r e  used to control the 
deposition ra te .  

This 

Finally, counterelectrodes a r e  applied to the aluminum oxide by a 
second metal evaporation. 

The glass  subs t ra tes  will then be scr ibed  and the individual samples  
During the encapsula- mounted in TO-5 headers  for  e lectr ical  evaluation. 

tion procedure the samples  will be maintained in a dry  atmosphere of 
nitrogen gas .  

Electr ical  Evaluation 

Initially, films will be measured for  res is t ivi ty  as a function of 
tempera ture ,  dielectr ic  strength, and dielectr ic  constant. 

12 
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Resistivity will be obtained f rom a four- terminal  res i s tance  measu re -  
ment  and f rom multiple-beam interferometer  thickness measurements .  
The thickness measurements  will be correlated with the R.Q.M.  mass 
measurements  to obtain an  indication of the f i l m  density. 

A low-frequency capacity bridge (100 kc) will provide semiprecis ion 
measurements  of the capacity for  dielectric-constant calculations. 
type samples  will a l so  be utilized in the measurement  of breakdown voltage. 

Capacity- 

Faci l i t ies  f o r  the Production of 
Reactively Evaporated Aluminum-Oxide Films 

Pract ical ly  the ent i re  effort during this reporting period was devoted 
to procuring, designing, and assembling the necessary  facil i t ies required 
for  the production of reactively evaporated aluminum-oxide films. 
following paragraphs summar ize  these facil i t ies and their  present  s ta tus .  
Detailed descriptions of these facilities a r e  included as Appendixes A, B,  
and C. 

The 

Vacuum sys tem and drybox assembly_, - The aluminum-oxide films 
will be prepared in  an  oil-diffusion pumped-vacuum sys tem capable of 
ult imate p re s su res  of 3 x 
cooled cold t r a p  to prevent back-streaming of the pumping oil. 
unit has  been received and i s  now being installed on the vacuum sys tem to 
eliminate the water -vapor contamination of the prepared films. 
box unit will be continuously flushed with nitrogen gas obtained f rom the 
boil-off of liquid nitrogen. 
given in Appendix A. 

mm. This sys tem util izes a liquid-nitrogen 
A drybox 

This d ry -  

A detailed description of this assembly is 

To fur ther  reduce the possibility of dust  contamination, a n  absolute 
f i l ter  and recirculating sys tem is  planned for installation on the drybox. 

1. 
I 
I 
1 
I 

The vacuum-system/drybox assembly is mechanically complete, 
but the e lec t r ica l  c i rcui ts  and gas feeds a r e  yet to be installed.  

Oxygen-pressure monitor and control sys tem.  - The oxygen-pressure 
monitor and control sys tem utilizes a commercial  ionization gauge, Veeco 
R3 1 -X, as the p re s su re  -monitoring instrument.  The r eco rde r  output of 
this instrument  is coupled to the pressure-cont ro l le r  e lectronics  section 
which provides the necessary  signals to regulate the oxygen p res su re  in 
the sys tem with a servo-driven leak valve. A Leeds and Northrup chart  

13 



recorder  is a l so  connected to the recorder  output of the p r e s s u r e  gauge to 
provide a continuous record  of the system p res su re .  The oxygen-pressure 
control sys tem is provided with interlocks to prevent inappropriate opening 
of the leak valve. The ionization gauge, pressure-cont ro l  e lectronics ,  and 
char t  r eco rde r  a r e  mounted in  a standard re lay  r ack  located adjacent to 
the vacuum sys tem.  
in  Appendix B. 

A detailed description of this assembly  is contained 

This unit is completed and will be tes ted upon completion of the vacuum 
sys tem and drybox assembly.  

- Deposition controller and m a s s  monitor.  - The deposition controller 
and mass monitor utilizes the shift in resonant frequency of a quartz  c rys t a l  
when a sample of the film is deposited on the surface of the c rys t a l . 5 ,6 ,  
The shift in  resonant frequency of the c rys t a l  has  been shown to be propor-  
tional to the mass per  unit area of the deposited film. This frequency shift 
is monitored and provides the information on the deposited mass which is  
proportional to film thickness,  assuming that the density is  constant. This 
m a s s  signal is  a l so  differentiated and provides the deposit ion-rate signal. 
A se rvo  sys tem compares  the deposition-rate signal t o  a reference signal 
and adjusts  the evaporator temperature  via a servo-motor  -driven var iac  
to obtain the des i red  ra te .  A detailed description of the resonant quartz  
microsca le  (R. Q. M. ) deposition-rate controller can be found i n  Appendix 
C. This equipment is a t  the present t ime completely designed and about 
95 percent  constructed,  awaiting only the delivery of some small compo- 
nents to allow completion. The deposition-rate controller and mass - 
monitor components a r e  mounted in a second relay r a c k  which will be 
located adjacent to the vacuum system. 

A two-channel s t r ip-char t  recorder  is needed to  provide continuous 
r eco rds  of deposition ra te  and deposited mass. 
o rde r  for  some t ime.  

Such a unit has  been on 

Vacuum sys tem accessor ies .  - A water-cooled support for  the in-  
vacuum components has  been designed and the commerc ia l  elements ordered .  
This unit will provide a single mounting post to which the R .  Q. M. sample 
osci l la tor ,  substrate  holder,  substrate temperature  monitor ,  and shutter 
will be mounted. 
occupying a minimum volume i n  the vacuum sys tem.  

This single post will offer a maximum of versati l i ty while 

Initial sample masking, - A s e t  of three masks  has  been designed and 
is  now i n  drafting for  detailed design which will provide samples  suitable for  

14 



resis t ivi ty ,  dielectr ic  constant, breakdown-field, and high-field mobility 
measurements .  
l iminary mask  design. Aluminum h a s  been chosen as the mask  ma te r i a l  
because of i t s  e a s e  of machinability. 

Figure 6 ,  pa r t s  A, B, and C ,  a r e  sketches of the p r e -  

Substrate mater ia l .  - Previous work in  vacuum-deposited thin films 
has indicated that microscope slide cover g lass ,  Corning type No. 2 ,  has  
very smooth surfaces  and is suitable for  the deposition and study of thin 
Eilms. In addition, these glass  substrates  are easi ly  scr ibed and broken 
into individual samples  which a r e  suitable for  encapsulation using standard 
t rans is tor  packages. 
contamination while the films a r e  character ized.  

This encapsulation will provide fur ther  protection f r o m  

1. 
1 
1 
1 
1 
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APPENDIX A 

VACUUM SYSTEM AND DRYBOX ASSEMBLY 

Vacuum-Sys tem Components 

A Kinney KC 15 mechanical pump is used a s  the roughing pump and 
backing pump for  a CVC PMCU-721 oil-diffusion pump. The diffusion 
pump is connected through a CVC BCN liquid-nitrogen-cooled chevron 
cold t r a p  and a Temasca l  high-vacuum valve to the modified 16-inch Kinney 
baseplate e 
e te r  holes through which the vacuum-system accesso r i e s  will be installed. 

The baseplate unit now contains thirteen 3/4-inch nominal diam- 

Veeco SV62S solenoid valves a r e  used for  roughing and backing. 
Initially, a 14-inch-diameter g lass  be l l  jar will be used. A counterbalanced, 
motor  -driven, bell-jar hoist completes the vacuum-system installation. The 
e lec t r ica l  and gas-feed connections a r e  shown i n  F igures  A-1 and A - 2 .  

The Drybox Unit 

A specially designed plexiglass drybox (Hydrovoid) has  been obtained 
f r o m  Air  Control. 
tection f rom dust contamination for  the prepared samples .  
is sealed with a flexible bellows to allow raising the bell  jar .  
hand-port  assembly incorporated into this unit fur ther  i nc reases  i t s  v e r s a -  
tility. 

This unit provides both a controlled atmosphere and pro-  
The bel l - jar  unit 

The sliding 

Nitrogen gas ,  obtained f rom the evaporation of liquid nitrogen, is 
continuously fed into the drybox through a p res su re  regulator to maintain 
a positive internal  p re s su re .  
on the vent line provides both monitoring and control of the gas -flow ra te .  

A needle-valve-and-flow-meter unit mounted 

A future addition to the system will be a n  absolute f i l ter  i n  a r ec i r cu -  
lating sys tem to remove any remaining dust in  the drybox. 
gas  feed a r e  shown in Figure A-2 re fer red  to previously. 
photograph of the complete vacuum sys tem and drybox assembly.  

Details of the 
Figure A-3 is a 
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Figure A-3 .  Vacuum System and Drybox 
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PRESSURE MONITOR 

APPENDIX B 

AND OXYGEN-PRESSURE CONTROL SYSTEM 

The P r e s s u r e  Monitor 

A Veeco ionization gauge (RG-31-X), covering the p re s su re  range 
f r o m  10-3 to 10-11 mm mercury ,  i s  the basic pressure-sensing element.  
This unit a l so  provides a recorder  output of 0 to -2 volts,  which is pro-  
portional to the p re s su re  being measured.  

Two Veeco thermocouple gauges, one on the roughing line and one 
on the backing l ine,  provide pressure  indication i n  the range f rom 1 to 
1000 microns. 

A Leeds and Northrup model H s t r ip-char t  r eco rde r  is connected 
through a n  attenuator to the recorder  network of the ionization-gauge unit 
and provides continuous records  of sys tem p res su re .  

Pr e s sur e Controller 

The p res su re  controller utilizes the r eco rde r  output of the p r e s s u r e -  
gauge unit. 
voltage. 
356413-3 60-cycle servo  amplifier which then dr ives  a servo  motor .  
s e r v o  motor is  coupled to a leak-valve unit mounted on the vacuum-system 
baseplate.  Any e r r o r  in p re s su re  produces an  increase  o r  decrease  in the 
leak-valve setting and thereby holds the p re s su re  at the established level. 
A block diagram of the pressure-control  sys tem is shown in  F igure  B-1,  
and a detailed schematic diagram is shown in  Figure B-2. 
for the p res su re  controller is on the page following Figure  B - 2 .  Figure  
B-3  i s  a photograph of the complete control chass i s .  

The output voltage is  attenuated and compared to a reference 

The 
The resulting e r r o r  voltage is amplified in a Honeywell type 

A pa r t s  list 

The leak-valve unit utilizes a Nupro needle valve driven by a Borg 
s e r v o  motor .  
B-5,  and B-6;  F igure  B-7 i s  a photo of the assembled valve. The par t s  
l i s t  for  the servo-driven leak valve follows Figure  B-4. 

Detailed drawings of this unit a r e  shown in F igures  B -4, 

The p res su re  monitor and pressure  controller a r e  installed in  a 
s tandard 6-foot re lay  rack  which is located adjacent to the vacuum sys tem.  
F igure  B-8 is a photograph of the assembled unit. 
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Symbol 

R1 

R2 

R3  

R4  

R5 

P a r t s  Lis t  for  P r e s s u r e  Controller 
(Figure B-2) 

Description 

50K, potentiometer, 570, 10-turn,  W.  W,  Borg No. 2201B 

5K, 170, f i lm res i s tor ,  112 watt 

22K, lo%,  carbon r e s i s t o r ,  1/2 watt 

25K, potentiometer, 2 watt 

100K, 1070, 1/2 watt, carbon r e s i s to r  

Select to provide proper damping 

1.2-volt  m e r c u r y  bat tery,  Mallory No. RM-42R 

Se rvo  a m p . ,  Honeywell No. 356413-3 

BNC, UG-l094/U 

Connector, audio, Amphenol 

Connector, audio, Amphenol 

Pa ra l l e l  ground plug, male  

NO. 91-854 

NO. 91-856 

Pa ra l l e l  ground plug, female ,  chass i s  

F u s e ,  2-ampere 

Switch, DPST, Cutler Hammer  No. 8823K5 

Switch, DPDT, Cutler Hammer  No. 8837K4 

Switch, 4PDT, Cutler Hammer  No. 8838K4 

Pilot  light, Dialco 931 

Indicator l ights,  Drake No. 110-022 (Hi Br i te )  

Termina l  s t r ip ,  Cinch-Jones, 8 - te rmina l  

Relay, Pot ter  Brumfield, KL11A 
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Symbol 

J1 

s2 

SL 1 

B1l  

LV1 

P a r t s  L i s t  f o r  Servo-Driven Leak Valve 
(Figure B-4)  

De sc r ip  t i  on 

Female Socket, Cinch- Jones,, 8- terminal  S308 

Servo motor ,  Borg No. 1062 

Subminiature basic  switch, microswitch No. 1 S X l - T  
(MS24547- 1) 

Subminiature basic  switch, microswitch No. 1SX1-T 
(MS24547- 1) 

Solenoid valve, Hoke B90A380G 

Slip clutch coupling, Northfield Prec is ion  Instrument 
NO. LCC-33 

Bellows coupling, Sterling No. G404-34 

Metering valve,  Nupro No. B252 
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the oscillation frequency and provide a reading proportional to the f r e -  
quency shift, which i s  the deposited m a s s  signal. 
of the R. Q. M. is a function of the normal  operating frequency. 

Note that the sensitivity 

The Deposition-Control System 

A block diagram of the basic deposition-control system is shown in 
F igure  C-1. 
controlled t rans is tor  oscil lator which is  placed in the vacuum system in 
such a location that the c rys ta l  is adjacent to the substrate  and receives 
a charac te r i s t ic  sample of the mater ia l ( s ) .  

The detector unit consists of a 9. 35-megacycle, c rys ta l -  

The output of the sample oscillator, a nominally 9. 35-megacycle 
R F  signal, is fed through a coaxial cable into a t rans is tor  mixer ,  where 
the difference between the sample oscil lator and a reference oscil lator 
is obtained. This different frequency, which i s  typically 1 to 100 kc, is 
then converted by an analog frequency me te r  to a dc output cur ren t  which 
is proportional to the difference frequency. As this difference frequency 
is proportional to deposited mass, the output of the frequency me te r  is  
proportional to the deposited mass .  
Mass' '  on the s t r ip-char t  recorder .  

This signal is recorded a s  "Deposited 

An operational amplifier differentiator operates on the deposited 
m a s s  signal and produces a m a s s  deposition-rate signal, o r  simply, a 
deposit ion-rate signal. 
char t  r e  c or  der  . 

This voltage i s  recorded on the "Deposition Rate" 

The ra te  signal is a l s o  fed to  the ra te  p rogrammer  unit which con- 

The attenuated ra te  signal i s  
s i s t s  of a variable attenuator network whose charac te r i s t ics  a r e  established 
on the bas i s  of the des i red  deposition rate.  
now compared to a reference voltage, and any difference o r  e r r o r  signal i s  
amplified by a servo  amplifier. 
d r ives  a s e rvo  motor  which increases  or decreases  the voltage applied to 
the evaporator  unit in a manner  to reduce the e r r o r  signal to z e r o  and thus 
to c o r r e c t  the deposition-rate signal to the desired value. 

This resulting amplified e r r o r  signal 

Physical  and Electr ical  Cha r ac  t e r i s t ic s 
of Deposition- Control System 

Physical  features .  - The complete control sys tem is housed in a 6- 
A frequency meter ,  the reference oscil lator and mixer ,  foot re lay  rack. 
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the ra te  detector-programmer,  the se rvo  amplif ier ,  and a power-control 
panel a r e  mounted in the electronics rack along with the dual-channel 
recorder  for mass and rate .  
l e s s  the dual-channel recorder .  

Figure C-2  is a photo of the ent i re  system 

Detailed description of the components. - 

I 
1 
I 
1- 
1. 
1 
I 
I 
R 
I 
I 
I 
1. 
1. 
I 
I 
1 
1 

Thus, 

Sample Oscillator 

The sample oscil lator is a single-transistor,  crystal-controlled 
oscil lator constructed in a hermetically sealed enclosure that is installed 
in the vacuum system. 
coaxial cable. 
schematic of which is shown in Figure C-4. 
oscil lator is on the page following Figure C-4. 
of these oscil lator units is  bet ter  than one pa r t  in 10 . 

The dc bias and a c  output a r e  handled by a single 
Figure C-3 is a photograph of an unassembled unit, the 

A pa r t s  l i s t  for  the sample 
The shor t - te rm stability 

7 

A 9. 350-Mc fundamental frequency was chosen to obtain the desired 
sensitivity. 
loading is given by 

The sensitivity of the c rys ta l  resonant frequency to  mass 

3 .  f 2  M 
N A 

Af = - -  - 3 .  f 2  M 
N A 

Af = - -  - 

where 

Af = frequency shift (cps)  

f = fundamental frequency (9. 350 Mc) 

N = crystal  resonant frequency coefficient (167 kc-cm) 

= m a s s  density of quartz (2. 65 g r a m s  cme3)  

M/A = m a s s  per  unit a r e a  of the deposit ( g r a m s  cm-2)  

pq 

M 

A 
f = 2 . 0 0 x  l o 8  - CPS 

and we can expres s  the sensitivity a s  

1 S = 5.00 pgrams cm-2  kc- 

3. Sauerbrey,  G. , op. tit. 
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Figure C - 2 .  Complete Control System 
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1.5 M + 

2.2 M 
RZ 

C 

e 

- 

F, 
FEED 

THROUGH - - 

, 9.350 Mc , CRYSTAL 
Y I  

1-6 OUTPUT TO MIXER 

C I  

2 7 p t  

4 AND BIAS SUPPLY 
THROUGH 52-OHM 
COAXIAL CABLE 

OSCILLATOR IS CONSTRUCTED ON 
AN ETCHED CIRCUIT BOARD AND 
ENCLOSED IN A STAINLESS-STEEL 
VACUUM-TIGHT HOUSING. 

Figure C-4. Sample Oscil lator,  Schematic Diagram 
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P a r t s  Lis t  for Sample Oscil lator 
(Figure C-4) 

Symbol Des c r ip  tion 

1. 5 m e g . ,  1070, 1 /10  watt, carbon r e s i s t o r ,  

2. 2 m e g . ,  1070, 1/10 watt, carbon r e s i s t o r  

12K, 1070, 1/ 10 watt, carbon r e s i s t o r  

R1 

R2 

R 3  

100 ohm, lo%, 1/10 watt, carbon r e s i s t o r  R4  

C1 27 pf, m i c a  capaci tor  

c 2  0. 01 pf, 25 vdcw, d isc  capacitor 

Trans is tor ,  2N2484 Ql  

CR1 Zener  diode, 1N713 

Y 1  9. 350-Mc crys ta l ,  0. 0050/0, s e r i e s  resonant,  Bliley No. BH6A 

Microdot sl ide-on receptable, No. 51-158 J1 

Feed  through, ceramic ,  No. 800A0720- 1 Ceramasea l ,  Inc. F1 
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Figure C-5 is  the circuit-board layout for the sample oscil lator.  
The mechanical details  of the oscillator housing a r e  covered in F igures  C-6 ,  
C-7, and C-8, and a completed assembly view is shown in F igure  C-9. 

The quartz c rys ta l  is mounted on the face end of the sample oscil-  
l a tor  housing with two wire  clips. 
oscil lator unit with a c rys ta l  installed but with the c rys t a l  m a s k  removed. 

F igure  C-10 i s  a photograph of the 

Reference oscillator and mixer  

A t ransis tor ized m a s t e r  reference oscil lator,  buffer amplif ier ,  and 

A schematic of this subchassis  is shown in F igure  C- 1 1 ;  
t rans is tor  mixe r  a r e  located on a subchassis in the deposit ion-rate 
monitoring unit. 
the p a r t s  list for  Figure C-11 appears  on the page following the schematic. 

Analog frequency me te r  

A Hewlett-Packard 500 BR frequency m e t e r  provides the conversion 
The frequency-meter f rom a difference-frequency signal to  a dc current .  

unit has  been modified in the following way: 

a. A hum-bucking network, consisting of a s e r i e s  res is tance 
and capacitance, was connected f rom the secondary of the 
high-voltage t ransformer to ground. 
a r e  adjusted to  minimize the residual 60 cps in the recorder  

The component values 

output. 

b. The gas  reference tube in the power supply has  been r e -  
placed by a semiconductor diode to improve the stability 
of the power supply. 

c. The 6AL5 phototube bias rect i f ier  was removed. 

The net resul t  of these changes i s  to reduce the 60-cycle hum in the 
output signal and to improve the stability. 
and output connections a r e  installed. 

In addition, rear-mounted input 

The frequency-meter output is always 1. 0 ma f o r  a full-scale reading; 
thus, 

f f 

f O  

If = - x I o a m p s  
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Symbol 

P a r t s  Lis t  for  Master  Reference Oscillator and Mixer 

c9 

c 1 0  
>k 

( F i g u r e  C- 11) 

De s c ription 

220K, 1070, 1 / 2  watt, carbon r e s i s to r  

12K, 1070, 1 / 2  watt, carbon r e s i s to r  

5. 6K9 1070, 1 / 2  watt, carbon r e s i s to r  

39 ohms, 1070, 1 / 2  watt, carbon r e s i s to r  

470 ohms, 1070, 1 / 2  watt, carbon res i s tor  

8. 2K, 1070, 1 / 2  watt, carbon r e s i s to r  

220 ohms, 1070, 1 / 2  watt, carbon r e s i s t o r  

10K, 1070, 1 / 2  watt, carbon res i s tor  

56 ohms, 1070, 1 / 2  watt, carbon r e s i s to r  

1. 2K, loyo, 1 / 2  watt, carbon r e s i s to r  

1. 0 pf, disc  capacitor, 25 vdcw 

330 pf, mica  capacitor 

0. 01 p.f disc  capacitor, 25 vdcw 

27 pf, mica  capacitor 

150 pf, mica  capacitor 

0. 003 pf disc  capacitor, 25 vdcw 

10 pf, mica  capacitor 

.L ?- 

Select  for  proper  reference frequency. 
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P a r t s  List fo r  Master  Reference Oscillator and Mixer  (Cont) 
(Figure C- 11) 

Symbol 

Q l  Trans i s to r ,  2N2484 

Q2, Q, Trans i s to r ,  2N708 

De s c r ip  t i  on 

9. 350-Mc crys ta l ,  0. 005%, s e r i e s  resonant, Bliley No. BC61A Y1 

L1 10 ph, molded R F  choke 

J1’ J 2  BNC, UG- 1094/U 

49 



I 
I 
I 
I 
I. 
I* 
I 
I 
1 
I 
1 
I 
I 
1. 
I .  
I 
1 
1 
1 

where 

f o  is full-scale reading 

f f  is frequency-meter reading 

Io is 1 ma. 

The frequency shift is proportional to the m a s s  deposit 

U 
Of = - 

S 

where 

- 2  
Q is surface m a s s  in pgrams c m  

s is sensitivity in pgrams cm-2  cycle 
-1  

In using this system, one can neglect any initial frequency-meter 
reading as being equivalent to a previous deposited m a s s ;  

(r :. f f  = - 
S 

where 

ff  = frequency-meter reading. 

I f rom frequency m e t e r  1 = -  
ff 

f f  0 
I 
0 

s f o  

Mass r eco rde r  

The mass recorder  voltage i s  obtained f rom the voltage drop a c r o s s  
R3, Figure G-  12; the p a r t s  list f o r  Figure C- 12  appears  on the page following 
the schematic. 
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P a r t s  L i s t  f o r  Rate Detector 
(Figure C- 12) 

Symbol De s c r ip  t i  on 

400 ohms, 170, film res i s to r ,  1 / 2  watt 

990 ohms, 0. 170, film r e s i s t o r ,  1 / 2  watt  

10 ohms, 0. 170, film r e s i s t o r ,  1 /2  watt  

56K, 170, film res i s to r ,  1 / 2  watt 

4. 7 meg . ,  170, film res i s to r ,  1 /2  watt 

470K, 170, film res i s to r  1 / 2  watt 

R1 

R2 

R3 

R4 

R5 

R6 

100K, potentiometer, carbon, 2-watt R7 

R8 

R9 

R1O 

R11 

R12 

R13 

R14 

R15 

16 

R17 

C1’ c 2 ,  c 3  

c 4  

1 meg. ,  potentiometer, carbon, 2-watt 

2. 5K, 0. 170, film res i s to r ,  1 / 2  watt 

50K, 570, potentiometer, 10-turn W. W . ,  Borg No. 2201B 

4. 5K, 0. 170, film res i s to r ,  1 /2  watt 

500 ohms, 0. 170, film r e s i s t o r ,  1 / 2  watt  

100 ohms, potentiometer, carbon, 2 watt  

150 ohms, 170, film r e s i s t o r ,  1 / 2  watt 

270K, 170, film res i s to r ,  1 / 2  watt 

27K, 170, film res i s to r ,  1 / 2  watt 

320K, 170, film res i s to r ,  1 / 2  watt 

105 pf 15 vdc, tantalum, electrolytic,  Sprague No. 107X9010R2 

1. 0 pf 200 vdc, molded paper  capacitor 
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P a r t s  Lis t  f o r  Rate Detector (Cont) 
( F i g u r e  C-  12) 

Symbol De s c ription 

c5 0. 1 pf 200 vdc, molder pape r  capacitor 

Selected to provide proper  damping; typically 50-100 pf 
electrolytic 

‘6 

C7, c 8 ,  c9J Cl0 0. 001 pf feed-through capacitor,  Centralab No. F T  

J1 BNC UG- 1094/ U 

J22 J3J J4 

D19 D2 Diode, FDlOO 

s1, s3 ,  s 4  Switch, SPDT, Cutler-Hammer No. 8836K4 

Connector, audio, female,  Amphenol NO. 91 -856 

Switch, DPDT, Cutler-Hammer No. 8837K4 s2 

p2 D if f e rent  ial ope rational amplif i e r , 
Philbr ick Research,  Inc. ,  P2A 

Fuse ,  2 ampere  *1 

Parallel ground plug, male 

Pi lot  light, Dialco No. 931 

GPl  

p1 1 

QM1, QM2 Power supply, 16v, 100 m a ,  Technipower No. M-158-0.100 

53 



Thus, mass recorder  voltage 

= 10 -3 amps 

= 5 pgrams cm-2  kc- 1 

IO 

s 

R = 10 ohms 

f o  = frequency-meter setting in cycles  

or  

viT fo  in pgrams cm - 2  u =  
2 

The differentiator o r  ra te  detector 

The differentiator circuit  shown in F igure  C-12 u s e s  an  operational 
amplifier to obtain stable, low-noise differentiation of the m a s s  ve r sus  
t ime signal, and provides a low-impedance output to dr ive the ra te  r eco rde r  
and the rate p rogrammer  network. The circui t  is a variation of the one 
suggested by the G. A.  Philbrick Company. The output of the differentiator 
is a dc voltage that is proportional to  the ra te  of change of the deposited 
mass signal and which is proportional to the deposition rate.  A deposition- 
ra te  multiplier is included a s  par t  of the differentiator. This range switch- 
ing is achieved by varying the feedback res i s tor .  
factor  is 10 to 1. 
t iator in this manner  increases  the versat i l i ty  of the deposition control system 
by allowing one to choose the optimum frequency-meter setting fo r  the 
des i red  deposited mass and s t i l l  obtain optimum rate-detector  performance. 
The output of the r a t e  detector (differentiator) is fed directly to  the deposi- 
tion recorder .  The magnitude of this signal is proportional to the deposition 

The ra te  multiplication 
The capability of changing the sensitivity of the differen- 
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ra te  and may  range f rom 0 to  100 millivolts. 
this signal is dependent upon the frequency-meter sett ings and the differ- 
ent iat  o r  multiplier setting . 

The actual  calibration of 

The following a r e  differentiator circuit  equations (ref .  F igure  C-  12): 

The differnetiator output is 

dV 
in 

Rf c 3  
- 

d t  
ed - 

where 

Rf is feedback r e s i s to r ,  ei ther Rg o r  R6, depending on differentiator 
multiplier (S3) setting. 

i s  the input voltage produced by the frequency-meter cur ren t  
in 

flowing through R 2  and R 3  

dVin = d l f  
(R2  t R 3 )  

d t  d t  

The ref o r  e,  

a s  before 

Q Io 

fo  
I = - -  
f 

as only cr is t ime var iant  

d u  
d t  
- is deposition ra te  (pgams cme2  s e c - l )  
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define 

d u  - 
d t  

D s pgrams cm-2  sec-1  

The ref ore ,  
T 

Substituting 

I, = amps full  scale  

S = 5 pgrams  cm-2 kc- 1 

R2 = 990 ohms 

R3 = 10 ohms 

C3 = 105 p,f nominal 

Rfl  = R5 t R8 = 4. 76 x 10 6 ohms nominal x 1 on Diff. Mult. 

o r  

Rf10 = R6 t R7 = 4. 76 x 10 5 ohms nominal x 10 on Diff. Mult. 

Rf 1 

Rf10 
In calibration - = 10/1 and 

R f l  and Rf2 are adjusted to produce the des i red  calibration allowing for  the 

var ia t ion in C3 (Rfl  C3 = 500 sec).  
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The refor e,  

where MD is setting of Sg, 1 or 10 

- 1  - 2  - 1  D 5 l o 5  
volts pgrams c m  sec  e =  d 

fo  MD 

D 5 x 10 - 
ed - 

fo  MD 

or 

-1  f o  MD 
pgrams cm-2 sec  ed ’ D =  

Rate recorder  

The output (ed)  of the differentiator is fed directly to the r a t e  recorder .  
Thus, the deposition ra te  can be read directly f rom the recorder  as  

D = ed [ f o  105 MD ] pgrams cm-2 sec  - 1  

Rate programmer  unit 

The ra te  programming unit provides the means  for  achieving the 
des i red  deposition rate.  Fundamentally, the ra te  p rogrammer  is a simple 
res i s t ive  divider. 
deposition rate .  The output voltage, a fraction of the input voltage, is 
compared to a reference voltage by the se rvo  amplifier and held constant. 
This produces a t ransfer  function a s  shown below (cf. F igure  C- 13) .  

The input voltage to this divider is proportional to  the 
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and 

er  = output voltage = reference voltage = a conbtant 

ed = deposition-rate signal from differnetiator 

MD 

A 
R,,* RIa 

Figure C-13. Rate Programmer Network 

For this network let 

ed = MpN N = ( I  t K) ; therefore, - R 1  

R 1 0  can now be changed to provide a linear variation of 

the deposition rate if 

= 10Ro I Omax 

58 



I 
I 
I 
1 
I. 
1.  
1 
1 
I 
I 
I 
1 
I 
I. 
1. 
I 
I 
I 
I 

Then, 
10Ro 

= 1 t x  = 1 t lox 1 Omax 
N = l t  

RO RO 

If R10 is fi t ted with a dial  which reads 1. 0 when R = 0 (X = 0 )  and 11 for 

(X = 1) then N is dial reading. R 1 ~  = RlOmax 
N obtained with a direct-reading dial on the 10-turn rheostat  used fo r  RlO. 

A variation of 1. 0 to 11 in 

Combining the ra te  programmer and the differentiator equations, 

ed 

e 
MPN = - 

and 

5 D 

f o  MD 
ed = x 10 

P 
Ner f o  MD M 

D =  

105 

e is set  to 0. 010 volt during calibration. r 

Therefore ,  

D = ~ f ,  M M x pgrams cm-2 sec -1  D P  

This is the defining equation of the rate-control  system. 

Servo Amplifier 

The se rvo  amplifier is a Minneapolis-Honeywell unit containing a 
chopper f o r  converting the dc signals to 60-cycle a c  suitable for  driving 
the se rvo  motor.  This is  a standard unit with no  modifications. A 
damping network as shown in Figure C-12 (C6 R15) suppresses  the tend- 
ency of the se rvo  system to oscillate. The t ime constant of the damping 
network m u s t  be adjusted to  an  optimum value that is dependent upon the 
physical construction of the evaporator unit. 
amplifier and i t s  controls is shown in F igure  C-14. The pa r t s  l i s t  fo r  
this unit is on the page following the illustration. 

The wiring of the se rvo  
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Symbol 

GP € 

F 1  

P1 1 

s1 

SA1 

J1 

TS 1 

Deposition-Rate Controller Se rvo  System 
(Figure C- 14) 

De s c r ip  tion 

Pa ra l l e l  ground plug, male  

Fuse ,  1 ampere ,  slow-blow 

Pi lot  light, Dialight No. 931 

Toggle switch, ac ,  Cutler-Hammer No. 8823K5 

Servo  amplif ier ,  Honeywell No. 35-9659-4 

Connector, audio, male,  Amphenol 91 -853 

Terminal  s t r ip ,  Cinch- Jones, 7- terminal  

P11,  P12, P l 3  Indicator l ights,  Drake No. 110-022 (Hi Br i te )  

s 2  Switch, DPDT, Cutler-Hammer No. 8834K5 

S 3 * ~  Switch, 4PDT, Cutler-Hammer No. 8838K4 

Terminal  s t r ip ,  Cinch- Jones,  6- te rmina l  TS2 
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The servo-system gain is adjusted with the internal  gain control in 
the se rvo  amplifier.  
accuracy  in ra te .  However, a s  gain is increased,  the sys tem m a y  oscil- 
late. 
allowing higher gain before oscillation begins. The optimum gain is just  
below the oscillation point and must  be se t  experimentally. 
there  w i l l  be a wide range of gain that w i l l  satisfy the two requirements  of 
small e r r o r  (high gain) and no oscillation (low gain). 

The gain must be high enough to get the des i red  

The damping network suppresses  this oscillation to  some extent, 

Usually, 

Mounted adjacent to the servo amplifier on the front  panel of the 
rate-control electronics chass i s  are  the controls for  selecting manual o r  
automatic variation in evaporator voltage and for operating the se rvo  
va r i ac  with a manual switch. 
condition of evaporator voltage. 

These controls a r e  used to se t  up the initial 

The rate  detector,  reference oscil lator and mixer ,  ra te  programmer ,  
s e rvo  amplif ier ,  and motor  variac controls comprise  the rate  controller 
e lectronics  and a r e  mounted on a single chassis .  Figures  C- 15, C- 16, and 
C- 17 a r e  photographs of the assembled electronics.  

Power  control panel 

The Power Control Panel houses the se rvo  driven var iac ,  a manual 
range setting var iac  and a t ransformer which a r e  connected to provide the 
des i r ed  range of voltage to the evaporator unit. Figure C-18 is a schematic 
of the power panel and the following page is the p a r t s  l i s t ;  F igures  C-19 and 
C-20 are  photographs of the assembled panel. 
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P a r t s  L i s t  fo r  Rate Controller Power  Chassis  
(Figure C- 18) 

Symbol Description 

Circuit  b reake r ,  10-ampere,  Wood E lec t r i c  No. 190-210- 101 

Pi lot  light, Dialight No. 5 1400 1-2 11 

Variac,  motor-dr iven,  General  Radio No. W lODl28CKM 

Variac,  Superior  Elec t r ic  Co. ,  No. 116U 

Meter ,  150 vac,  3-1/2 inch, Simpson No. 1357 

Meter ,  select  to  match  evaporator  voltage 

CB1 

1 

VM1 

v1 

M1 

M2 

T 1  Trans fo rmer ,  mult i l tap,  high cur ren t ,  sec 12 amperes ,  
2 windings, 18 volts 

Termina l  strip, Cinch- Jones No. 3- 140Y TS 1 

Termina l  s t r ip ,  Cinch- Jones No. 3- 140Y TS2 

P a r a l l e l  ground plug, male  GP 1 

GP2 Connector, chass i s ,  3-wire ac ,  male 
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ABSTRACT 

This report  descr ibes  experimental  and theoretical  work on two 
a r e a s  of study regarding the production of radiat ion-resis tant  thin-film 
active devices .  

An experimental  and theoretical  p rogram i s  being pursued to deter  - 
mine the mean  f r e e  path of energetic e lectrons obtained f r o m  a specially 
designed electron gun and injected into the me ta l  sur face-bar r ie r  contact 
of a me ta l  semiconductor diode. 

Aluminum oxide obtained by evaporating aluminum i n  a low-pressure 
oxygen environment will be studied with regard  to e lec t r ica l  propert ies  
pertinent to  the production of thin-film devices.  
aluminum oxide can be controlled by variation in the oxygen p res su re  
and deposition r a t e  between the limits imposed by pure aluminum and 
pure aluminum oxide. 

The resis t ivi ty  of the 
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